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A New Era in Humidity
Control Cabinets

» Safe » Precise » Stylish
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Fingerprint Lock  Photocatalyst Coating ~ Remote Control



Anti-Bacterial Coating: Internal Photocatalyst TiO2 ® Large capacity with double cabinets and locking doors.
| Coating provides effective anti-bacterial function and other ® Maintain low humidity within the cabinet for 24 Hours even power shuts off.
functions of deodorization, purification and mildew proof.

. Tempered Glass Door With Lock: It is made of high-quality

|\ tempered glass with excellent water-proof, dust-proof and

| airtightness propertites to check internal objects. The
handle lock secures your equipments.

LCD Digital Display: The digital button panel is easy to use
| and features LCD digit play to show temperature and
humidity readings.

Electronic Humidity Control: The cabinets have

. automatic electronic dehumidification function and

| include high performance built-in dehumidification

| mechanism with features of digital control, high efficiency,

. . HC70 HC110 HC200
energy-saving and pollution-free for long-term storage and
dehumidification of your photo and video gear.
Model Height Width Depth Weight Capacity
Ces (mm/inches) (mm/inches) (mm/inches) (kg/lbs) (L)
HC50 520/20.5 400/15.7 335/13.2 12.7/28.0 50
HCT0 680/26.8 400/15.7 335/13.2 16.2/35.7 70
. Cabinet: the cabinets are made of 1.2mm high-strength HC110 820/32.3 450/17.7 380/15.0 23.5/51.8 110
:\ and cold-rolled steel in high-frequency argon arc precision HC200 1250/49.2 450/17.7 420/165 36.5/80.5 200

welding for long use.
* Included in the box:
HC Electronic Humidity Control Cabinet, Power Line, 2 Keys, Movable Shelves, Instructions, Warranty Card, Quality Certificate.
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Biometric Fingerprint Identification System: Safe and
secure as fingerprints are unique. 128 fingerprints can be
recorded by the fingerprint scanner.

Anti-Bacterial Coating: Internal Photocatalyst TiO2
Coating provides effective anti-bacterial function and other
functions of deodorization, purification and mildew proof.

Electronic Keyboard: Enter the password of 6 to 12
characters with the new electronic keyboard while the
keyboard light turns on and the password memory function
will record even with a power failure.

Electronic Humidity Control: The cabinets have automatic
electronic dehumidification function and include high
performance built-in dehumidification mechanism with
features of digital control, high efficiency, energy-saving and
pollution-free for long-term storage and dehumidification of
your photo and video gear.

Cabinet: the cabinets are made of 6mm/0.25inches
high-strength and cold-rolled steel in high-frequency argon
arc precision welding for long use.

e The China Compulsory Product Certification (3C certification), the certification number
is 2014031904000284.
e Internal humidity control component to prevent from exposure and damage.
® Maintain low humidity within the cabinet for 24 Hours even power shuts off.
® Loud Alarm Warning Signal (>90dB).

Model

HS50

HS70X
HS110X
HS260X

" Included in the box:

HS260X

Height

(mm/inches)

556/21.9
700/27.6
856/33.7
1340/52.8

HS110X

Width

(mm/inches)

415/16.3
415/16.3
450/17.7
520/20.5

HST0X

Depth

(mm/inches)

360/14.2
360/14.2
380/15
450/17.7

Weight
(kg/lbs)

41.5/91.5
52/114.6
70/154.3
120/264.6

HS50

Capacity
((8)
50
0

110
260

HS Electronic Humidity Control and Safety Cabinet, External Battery Box, Power Line, Expansion Screw and Protective Case
(2 PCS Each), 2 Spare Keys, 2 Batteries, Movable Shelves, Instructions, Warranty Card, Quality Certificate.



